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Disclaimers: This EPD conforms to ISO 14025, 14040, 14044, and 21930.

Scope of Results Reported: The PCR requirements limit the scope of the LCA metrics such that the results exclude environmental and social
performance benchmarks and thresholds, and exclude impacts from the depletion of natural resources, land use ecological impacts, ocean
impacts related to greenhouse gas emissions, risks from hazardous wastes and impacts linked to hazardous chemical emissions.

Accuracy of Results: Due to PCR constraints, this EPD provides estimations of potential impacts that are inherently limited in terms of
accuracy.

Comparability: The PCR this EPD was based on was not written to support comparative assertions. EPDs based on different PCRs, or
different calculation models, may not be comparable. When attempting to compare EPDs or life cycle impacts of products from different
companies, the user should be aware of the uncertainty in the final results, due to and not limited to, the practitioner’s assumptions, the
source of the data used in the studly, and the specifics of the product modeled.

In accordance with 1SO 21930:2017, EPDs are comparable only if they comply with the core PCR, use the same sub-category PCR where
applicable, include all relevant information modules and are based on equivalent scenarios with respect to the context of construction works.

© 2023 SCSglobalServices.com 1
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1. About Vitro

Vitro Architectural Glass (Vitro) is a leading glass manufacturer with an extensive portfolio of flat and processed glass
products engineered for commercial and residential buildings, and industrial applications. The company operates
manufacturing facilities in Carlisle, Pennsylvania; Wichita Falls, Texas; Salem, Oregon; and Fresno, California. Flat glass is
produced exclusively at the Carlisle, Wichita Falls, and Fresno facilities.

2. Product

2.1 Product Description

Vitro flat glass is a clear, sheet glass produced from soda-lime silicates, along with metal-oxide materials that are used in
the creation of tinted glass. The products are commonly used for windows, glass doors and walls, as well as a base raw
material for processed glass. The declared glass products are available in a range of thicknesses and treatment options.
Colored or tinted glasses are primarily the same composition as clear glass with minor adjustments to account for the
addition of colorants. While designed for a wide range of commercial, institutional, and residential building applications, the
thicknesses selected for this declaration are representative primarily of commercial building applications. However, the
resulted are reported based on mass (1 metric tonne) per the Product Category Rule (PCR).

The UNSPSC code for flat glass is 30171700. The various Vitro flat glass products included in this EPD are listed below:

o  (lear glass e  Optigray® glass (tinted)

e Solarphire® glass e  Pacifica® glass (tinted)

e Acuity™ low-iron glass e  Solarblue® glass (tinted)

e  Starphire® low-iron glass e Solarbronze® glass (tinted)
e Atlantica® glass (tinted) e  Solargray® glass (tinted

e Azuria® glass (tinted) e Solexia® glass (tinted)

e  Graylite® Il glass (tinted) e Optiblue® glass (tinted)




Environmental Product Declaration Vitro Architectural Glass | Flat Glass

2.2 Application

The Vitro flat glass products are intended primarily for interior and exterior applications for commercial and residential
building projects.

2.3 Methodological Framework

This EPD is a cradle-to-gate, including the life cycle stages for raw material extraction and processing, raw material
transport, and manufacture including packaging. This EPD follows the attributional LCA approach.

Resource use at the production facility is allocated to the product based on expert opinion and mass. All processes
contributing to greater than 1% of the total environmental impact indicator for each impact is included in the inventory. Al
known materials and processes were included in the life cycle inventory.

2.4 Material Composition
The primary materials include a blend of sand, soda ash, dolomite, limestone and color/tint additives sourced from various
suppliers.

Table 1. Material component summary for the Vitro flat glass products per metric ton.

Sand 598 59.8%
Soda ash 196 19.6%
Dolomite 142 14.2%
Limestone 57.5 5.7%
Tin oxide 0.066 0.01%
Sodium Sulfate 436 0.4%
Rouge 1.01 0.1%
Coal 0304 0.03%
Sodium nitrate 0.140 0.01%
Graphite 0.082 0.01%
Cobalt oxide 0.011 0.001%
Selenium 0.014 0.001%
Total: 1000 100%

2.5 Manufacture

The flat glass manufacturing process begins when raw materials arrive at a Vitro Glass manufacturing facility. As materials
are batched and fed into the furnace, they react to form a ribbon of liquid glass. The glass ribbon flows through the
furnace into a float bath canal where the material begins to harden atop a bath of liquid tin. Stretch machines, located at
the hot end of the float bath, alter the thickness and width of the glass as it moves towards the exit of the furnace. Cooling
to about 1,100° F, the glass is lifted out of the liquid tin and on to conveyor rolls, then fed into an annealing lehr. The lehr
cools the glass at a controlled rate to achieve proper stresses for easy and accurate cutting. As the glass exits the lehr, it is
cooled to room temperature by open air fans and inspected for flaws prior to cutting. The non-contaminated waste glass is
collected from manufacture scrap and stored on-site for use as input to the processes. The flat glass products are then
sorted and either stored for further processing or packaged for distribution.

© 2023 SCSglobalServices.com 3



Environmental Product Declaration Vitro Architectural Glass | Flat Glass
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Figure 1: Vitro flat glass manufacturing process.

2.6 Packaging

Some flat glass product is stored on-site for further processing, while the remaining product is packaged and shipped for

distribution.

Table 2. Packaging material input summary for Vitro flat glass products per metric ton.

Packaging Material kg/ton

Cellulose board 1.62 27.7%
EPS foam 0.743 12.7%
Cardboard 0.701 12.0%
Wood 1.06 18.1%
Rubber 0.064 1.1%
Plastic 1.1 18.9%
Foam 0.354 6.0%
Steel 0.042 0.7%
LX powder 0.021 0.4%
Desiccant 0.110 1.9%
Tape 0.029 0.5%
Aluminized bag 0.003 0.1%

5.86 100%

Total Packaging:

3. LCA: Calculation Rules

3.1 Declared Unit

According to ISO 14044, the functional/declared unit is “the quantified performance of a product system, for use as a
reference unit.” According to the PCR, the declared unit for flat glass products, is 1 metric ton for a service life of 30 years.

Table 3: Vitro flat glass declared unit summary.

Product Name Declared Unit Reference Service Life “ Conversion Factor to 1kg

Vitro Flat Glass 1 metric ton 30 years 1000 kg 0.001

3.2 System Boundary

The scope of the EPD is cradle-to-gate, including raw material extraction and processing, transportation, and product

manufacture.
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Table 4: Vitro flat glass system boundary summary.
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Figure 2. Flow diagram and system boundaries for the life cycle of the Vitro flat glass products.
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3.3 Estimates and Assumptions
Vitro supplied data for its supply chain including material supplier, consumption (usage), and supplier locations;
however, several suppliers do not have supplier specific data.
m  Specific data were not available on the rouge in the product recipe. A secondary dataset for iron ore
concentrate was used from the Ecoinvent database.
m  Specific data were not available on the tin oxide in the product recipe. A secondary dataset for tin
concentrate was used from the Ecoinvent database.
m  Specific data were not available on the LX powder used as an ancillary material and packaging material. A
secondary dataset for acrylic filler was used from the Ecoinvent database.
m  Specific data were not available on the desiccant used as a packaging material. A secondary dataset for
activated silica was used from the Ecoinvent database.
m  Specific data were not available on the aluminized bag used as packaging material. A secondary dataset
for packaging film was used from the Ecoinvent database.
As required by the PCR, transportation to waste/scrap fadilities is not included.
Municipal water input for the Fresno facility for 2018 was only available for 7 months. An average of the 7
months was used to calculate an annual amount.
m  Wastewater data from the Fresno facility for 2018 was incomplete. An average of the wastewater output
of the Carlisle and Wichita Falls facilities was used to estimate the Fresno output.
®  Propane and diesel input for the Fresno facility for 2019 was incomplete. An average of the propane and
diesel inputs of the Carlisle and Wichita Falls facilities was used for the Fresno inputs.
m  Data for the waste to landfill and waste to external recycle for the Fresno facility in 2019 was not
available. The 2018 data for the Fresno waste to landfill and waste to external recycle was used as the
best alternative.

3.4 Cut-off criteria

According to the PCR, processes contributing greater than 1% of the total environmental impact indicator for each impact
are included in the inventory. No data gaps were allowed which were expected to significantly affect the outcome of the
indicator results. No known flows are deliberately excluded from this EPD.

3.5 Background Data
Primary data were provided by Vitro for the Carlisle, Fresno, and Wichita Falls manufacturing facilities. The sources of
secondary LCl data are the Ecoinvent database.

Table 5. L(/ datasets and associated databases used to model the Vitro flat glass products.

Geographic Publicatio
Component Dataset eographt Data Source SOHEERO
Coverage Date

Product Materials

Coal market for hard coal | hard coal | Cutoff, U RNAT Ecoinvent 3.8 2021
Cobalt Oxide market for cobalt oxide | cobalt oxide | Cutoff, U Global Ecoinvent 3.8 2021
Dolomite market for dolomite | dolomite | Cutoff, U Row* Ecoinvent 3.8 2021
Graphite market for graphite | graphite | Cutoff, U Global Ecoinvent 3.8 2021
Limestone market for limestone, crushed, for mill | limestone, crushed, for mill | RoW Ecoinvent 3.8 2021
Cutoff, U
Rouge market for iron ore concentrate | iron ore concentrate | Cutoff, U Global Ecoinvent 3.8 2021
Sand market for silica sand | silica sand | Cutoff, U Global Ecoinvent 3.8 2021
Selenium market for selenium | selenium | Cutoff, U Global Ecoinvent 3.8 2021
Soda Ash market for soda ash, light, crystalline, heptahydrate | soda ash, light, Global Ecoinvent 3.8 2021

crystalline, heptahydrate | Cutoff, U



Vitro Architectural Glass | Flat Glass

raphi Publication
Component Dataset Geographic | o cource ublicatio
Coverage Date

Sodium market for sodium nitrate | sodium nitrate | Cutoff, U Global Ecoinvent 3.8 2021
Nitrate
Sodium market for sodium sulfate, anhydrite | sodium sulfate, anhydrite | Cutoff, U RoW Ecoinvent 3.8 2021
Sulfate
Tin Oxide market for tin concentrate | tin concentrate | Cutoff, U Global Ecoinvent 3.8 2021
Ancillary Materials
Agueous market for ammonia, anhydrous, liquid | ammonia, anhydrous, liquid | RNA Ecoinvent 3.8 2021
Ammonia Cutoff, U
Hydrogen market for hydrogen, gaseous | hydrogen, gaseous | Cutoff, U Global Ecoinvent 3.8 2021
LX market for acrylic filler | acrylic filler | Cutoff, U - RoW RoW Ecoinvent 3.8 2021
Nitrogen market for nitrogen, liquid | nitrogen, liquid | Cutoff, U RoW Ecoinvent 3.8 2021
Oxygen market for oxygen, liquid | oxygen, liquid | Cutoff, U RoW Ecoinvent 3.8 2021
Sulfur dioxide  market for sulfur dioxide, liquid | sulfur dioxide, liquid | Cutoff, U RoW Ecoinvent 3.8 2021
Sulfuric acid market for sulfuric acid | sulfuric acid | Cutoff, U RoW Ecoinvent 3.8 2021
Tin market for tin concentrate | tin concentrate | Cutoff, U Global Ecoinvent 3.8 2021
Package Materials
Aluminized market for packaging film, low density polyethylene | packaging film, low Global Ecoinvent 3.8 2021
bag density polyethylene | Cutoff, U
Cardboard market for corrugated board box | corrugated board box | Cutoff, U RoW Ecoinvent 3.8 2021
cellulose fiber  market for cellulose fibre | cellulose fibre | Cutoff, U RoW Ecoinvent 3.8 2021
board
Desicant market for activated silica | activated silica | Cutoff, U Global Ecoinvent 3.8 2021
EPS Foam market for polystyrene, expandable | polystyrene, expandable | Cutoff, U Global Ecoinvent 3.8 2021
Foam market for polyurethane, flexible foam | polyurethane, flexible foam | RoW Ecoinvent 3.8 2021
Cutoff, U
LX market for acrylic filler | acrylic filler | Cutoff, U RoW Ecoinvent 3.8 2021
Plastic market for polypropylene, granulate | polypropylene, granulate | Cutoff, U Global Ecoinvent 3.8 2021
Rubber market for synthetic rubber | synthetic rubber | Cutoff, U Global Ecoinvent 3.8 2021
Steel market for hot rolling, steel | hot rolling, steel | Cutoff, U Global Ecoinvent 3.8 2021
Tape market for polyurethane adhesive | polyurethane adhesive | Cutoff, U Global Ecoinvent 3.8 2021
Wood market for sawnwood, beam, softwood, dried (u=20%), planed | sawnwood, RoW Ecoinvent 3.8 2021

beam, softwood, dried (u=20%), planed | Cutoff, U
Transportation

Train market for transport, freight train | transport, freight train | Cutoff, U United States ~ Ecoinvent 3.8 2021

Truck market for transport, freight, lorry 16-32 metric ton, EURO4 | transport, RoW Ecoinvent 3.8 2021
freight, lorry 16-32 metric ton, EURO4 | Cutoff, U

Ship market for transport, freight, sea, container ship | transport, freight, sea, Global Ecoinvent 3.8 2021
container ship | Cutoff, U

Manufacture

Carlisle market for electricity, medium voltage | electricity, medium voltage | Cutoff, RFCE sub- EPA 2018-2019

Electricity u region

Fresno market for electricity, medium voltage | electricity, medium voltage | Cutoff, CAMX sub- EPA 2018-2019

Electricity u region

Wichita Falls market for electricity, medium voltage | electricity, medium voltage | Cutoff, ERCT sub- EPA 2018-2019

Electricity u region

Diesel market for diesel | diesel | Cutoff, U RoW Ecoinvent 3.8 2021

Gasoline market for petrol, unleaded | petrol, unleaded | Cutoff, U RoW Ecoinvent 3.8 2021

Natural Gas heat production, natural gas, at industrial furnace >100kW | heat, district or RoW Ecoinvent 3.8 2021
industrial, natural gas | Cutoff, U

Propane market for propane | propane | Cutoff, U Global Ecoinvent 3.8 2021

Water market for tap water | tap water | Cutoff, U RoW Ecoinvent 3.8 2021

Hazardous market for hazardous waste, for incineration | hazardous waste, for RoW Ecoinvent 3.8 2021

waste incineration | Cutoff, U - RoW

Landfill waste  market for inert waste, for final disposal | inert waste, for final disposal | RoW Ecoinvent 3.8 2021
Cutoff, U - Row

Wastewater market for wastewater from glass production | wastewater from glass Global Ecoinvent 3.8 2021

production | Cutoff, U - GLO
tRest of North America, ¥Rest of World

© 2023 SCSglobalServices.com 7
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The data quality assessment addressed the following parameters: time-related coverage, geographical coverage,
technological coverage, precision, completeness, representativeness, consistency, reproducibility, sources of data, and

uncertainty.

Table 6. Data quality assessment.

Data Quality Parameter Data Quality Discussion

Time-related Coverage:
Age of data and the minimum length of time
over which data is collected

Geographical Coverage:

Geographical area from which data for unit
processes is collected to satisfy the goal of the
study

Technology Coverage:
Specific technology or technology mix

Precision:

Measure of the variability of the data values
for each data expressed

Completeness:

Percentage of flow that is measured or
estimated

Representativeness:

Qualitative assessment of the degree to which
the data set reflects the true population of
interest

Consistency:

Qualitative assessment of whether the study
methodology is applied uniformly to the
various components of the analysis
Reproducibility:

Qualitative assessment of the extent to which
information about the methodology and data
values would allow an independent
practitioner to reproduce the results reported
in the study

Sources of the Data:

Description of all primary and secondary data
sources

Uncertainty of the Information:

Uncertainty related to data, models, and
assumptions

3.7 Period under review

The manufacturer provided primary data on product manufacturing for the Carlisle,
PA, Fresno, CA, and Wichita Falls, TX facilities on annual production for 2018 and 2019.
Representative datasets (secondary data) for upstream and background processes are
generally less than 5 years old.

The data used in the analysis provide the best possible representation available with
current data. Electricity use for product manufacture is modeled using representative
data modelled for the specific eGrid subregion of each facility represented in this
study. Surrogate data used in the assessment are representative of global or
European operations and are considered sufficiently similar to actual processes.

For the most part, data are representative of the actual technologies used for
processing, transportation, and manufacturing operations. Representative component
datasets, specific to the type of material, are used to represent the actual processes,
as appropriate.

Precision of results are not quantified due to a lack of data. Data collected for
operations were typically averaged for one more years and over multiple operations,
which is expected to reduce the variability of results.

The LCA model included all known mass and energy flows for production of the
products. In some instances, surrogate data used to represent upstream and
downstream operations may be missing some data which is propagated in the model.
No known processes or activities contributing to more than 1% of the total
environmental impact for each indicator are excluded.

Data used in the assessment represent typical or average processes as currently
reported from multiple data sources and are therefore generally representative of the
range of actual processes and technologies for production of these materials.
Considerable deviation may exist among actual processes on a site-specific basis;
however, such a determination would require detailed data collection throughout the
supply chain back to resource extraction.

The consistency of the assessment is considered to be high. Data sources of similar
quality and age are used; with a bias towards Ecoinvent v3.8 data where available.
Different portions of the product life cycle are equally considered.

Based on the description of the data and assumptions used, this assessment would
be reproducible by other practitioners. All assumptions, models, and data sources are
documented.

Data representing energy use at the manufacturing facility represents a 24-month
average and is considered of high quality due to the length of time over which these
data are collected, as compared to a snapshot that may not accurately reflect
fluctuations in production. For secondary LCl data, Ecoinvent v3.8 data are used.
Uncertainty related to materials in the products and packaging is low. Actual supplier
data for upstream operations was not available for all suppliers and the study relied
upon the use of existing representative datasets. These datasets contained relatively
recent data (<10 years) but lacked geographical representativeness. Uncertainty
related to the impact assessment methods used in the study are high. The impact
assessment methodology includes impact potentials, which lack characterization of
providing and receiving environments or tipping points.

The period of review is calendar year 2018 and 2019.
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This study follows the allocation guidelines of ISO 14044 and sought to minimize the use of allocation wherever possible. In
general, manufacturing facilities may produce multiple products, and in such cases, it is necessary to divide the
environmental impacts between the different products. Product and manufacture experts from Vitro recommended

specific allocation between flat glass and processed glass for a number of the manufacture resources and the remaining
resources were allocated based on mass of total production at the facilities. Impacts from transportation were allocated

based on the mass of material and distance transported.

Table 7. Allocation details for resources at Carlisle and Witchita manufacturing facilities. .

Resource to be Allocated Allocation Method

Electricity Mass-based allocation across all glass product types.
Natural gas Only applicable to flat glass manufacture.
Propane Mass-based allocation across all glass product types.
Diesel Mass-based allocation across all glass product types.
Gasoline Mass-based allocation across all glass product types.
Water Only applicable to flat glass manufacture.
LX Powder Only applicable to flat glass manufacture.
Tin Only applicable to flat glass manufacture.

Sulfur Dioxide
Agueous ammonia

Mass-based allocation across flat glass and heat-treated glass only.
Only applicable to flat glass manufacture, and only used in Carlisle.

Nitrogen Only applicable to flat glass manufacture.
Hydrogen Only applicable to flat glass manufacture.
Oxygen Mass-based allocation across flat glass and vacuum-coated glass only.
Sulfuric Acid Only applicable to flat glass manufacture.
Emissions Only applicable to flat glass manufacture.

Manufacture waste

Mass-based allocation across all glass product types.

3.9 Average Product

All three of the flat glass manufacturing sites share the same basic raw materials and manufacturing process but
not all products are made at all manufacturing facilities. An average flat glass product was calculated using a
weighted average of production at the three manufacturing facilities, based on the total mass of flat glass produced
at each facility.

3.10 Comparability

This EPD was not written to support comparative assertions. Even for similar products, differences in declared unit, use
and end-of-life stage assumptions, and data quality may produce incomparable results. It is not recommended to compare
EPDs with another organization, as there may be differences in methodology, assumptions, allocation methods, data
quality such as variability in data sets, and results of variability in assessment software tools used.

4. LCA: Results

Results of the Life Cycle Assessment are presented below. It is noted that LCA results are relative expressions and do not
predict impacts on category endpoints, the exceeding of thresholds, safety margins or risks. All values in the tables below
are rounded to three significant digits. The results in the tables below are for the average Vitro flat glass product. The
following impact indicators, specified by the PCR, are reported below:

These impact categories are globally deemed mature enough to be included in Type Ill environmental declarations. Other
categories are being developed and defined and LCA should continue making advances in their development, however the
EPD users shall not use additional measures for comparative purposes.

© 2023 SCSglobalServices.com 9
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Table 8: Environmental impact categories and characterization methods.

CML Impact Category TRACI Characterization Method

Global Warming Potential (GWP 100) kg COz2 eq Global Warming Potential (GWP 100) kg CO2 eq
Ozone Depletion Potential (ODP) kg CFC11eq  Ozone Depletion Potential (ODP) kg CFC 11 eq
Eutrophication Potential (EP) kg PO4* eq Eutrophication Potential (EP) kg N eq
Acidification Potential (AP) kg SOz eq Acidification Potential (AP) kg SO2 eq
Photochemical Oxidant Creation Potential (POCP) kg CoHa eq Smog Formation Potential (SFP) kg O3 eq
Abiotic Depletion Potential for Fossil Resources M) Mingral Resource Depletion Potential (MRD) kg Fe eq
(ADPF) (ReCiPe method)

ISO 21930 and the PCR require that several other parameters be reported, including resource use, waste categories and
output flows, and other environmental information. Many of these additional parameters seek to classify resources and
materials with respect to their use as raw materials for the product. Elementary flows related to land occupation were not
included. As flat glass products do not contain bio-based materials, biogenic carbon emissions and removals are not
declared.

Table 9: Resource use, Waste and Output flow, and Emission indicators.

RPRe: Renewable primary resources used as energy

L MJ, LHV ~ HWD: Hazardous waste disposed kg

RPRm: Renewable primary resources with energy

) MJ, LHV ~ NHWD: Non-hazardous waste disposed kg
content used as material

NRPRe: Non-renewable primary resources used as an HRWD: High-level radioactive waste, conditioned, to

energy carrier (fuel) M, LAY final repository ke

NRPRm: Non-renewable primary resources with energy M), LHV ILRWD: Intermediate, and low-level radioactive waste, K

content used as material ! conditioned, to final repository J

SM: Secondary materials MJ, LHV  IRE: Incineration with energy recovery kg

RSF: Renewable secondary fuels MJ, LHV ~ INC: Incineration without energy recovery kg

NRSF: Non-renewable secondary fuels MJ, LHV  CRU: Components for re-use kg

RE: Recovered energy MJ, LHV  MR: Materials for recycling kg

FW: Use of net freshwater resources m?3 MER: Materials for energy recovery kg
EE: Recovered energy exported from the product M), LHV
system

SOx: Sulfur oxides Phosphates

NOXx: Nitrogen oxides kg Nitrates kg

CO2e: Carbon dioxide kg Dioxin kg

CO: Carbon monoxide kg Heavy Metals kg

VOCs: Volatile Organic Compounds kg

Fe: lron kg

PM: Particulate Matter kg
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Table 10. CML Impact Assessment Method Life Cycle Impact Assessment (LCIA) results for the Vitro Flat Glass products, per ton.

Total A1-A3

GWP 100 kg CO> eq 149 69.0 1140 1360
ODP kg CFC-11 eq 6.92x10© 1.09x10° 8.10x10> 9.88x10°
AP kg SO eq 130 0.433 7.61 9.34
EP kg PO4> eq 0.343 0.104 197 2.42
POCP kg CoHa eq 0.046 0.013 0.192 0.251
ADPF M) 1510 948 16,500 19,000

Table 11. TRACI Impact Assessment Method Life Cycle Impact Assessment (LCIA) results for the Vitro Flat Glass products, per ton.

Total A1-A3

GWP 100 kg COz2eq 148 68.9 1130 1350
ODP kg CFC-11 eq 9.18x10© 1.45x10 1.10x10% 1.34x10*
AP kg SOz eq 1.36 0.531 9.02 10.9
EP kg N eq 0.561 0.099 224 2.90
SFP kg Os eq 133 14.5 229 257
MRD kg Fe eq 96.9 547 57.7 160

Table 12. Additional resource use resu/ts for the Vitro Flat Glass products, per ton.

___

RPRE 183

RPRM M J 0.00 0.00 o.oo 0.00

NRPRE M) 1620 966 17,920 20,500

NRPRM M) 9.86 0.00 0.00 9.86

SM ke 489 0.00 0.00 4.89

RSF M) 0.00 0.00 0.00 0.00

NRSF M) 0.00 0.00 0.00 0.00

RE M) 0.00 0.00 0.00 0.00

Fw m3 412 0.146 739 1.7

Table 13. Additional waste and output results for the Vitro Flat Glass products, per ton.

| indicator ______|____unit | ____A1____| ____A2____| A3 ___| _TotalAlA3

0.00 0.00 1.04 1.04
NHWD kg 0.00 0.00 3.39 3.39
HRWD kg 0.00 0.00 0.00 0.00
ILRWD kg 0.00 0.00 0.00 0.00
IRE kg 0.00 0.00 0.520 0.520
INC kg 0.00 0.00 0.520 0.520
CRU kg 0.00 0.00 0.00 0.00
MR kg 0.00 0.00 27.3 27.3
MER kg 0.00 0.00 0.00 0.00
EE M), LHV 0.00 0.00 0.00 0.00

Table 14. Air and Water Emission resu/ts for the Vitro Flat Glass products, per ton.

indicator _______|___Unit | ____Al___| A2 ____| A3 ____| _TotalA1-A3__|
Air — SOx kg 2.30x10% 1.30x104 2.40x104 6.00x10
Air — NOx kg 0.532 0.585 9.24 10.4
Air - CO2e kg 157 67.4 1910 2130
Air - CO kg 0.286 0.226 0.388 0.900
Air - VOCs kg 1.80x104 3.00x104 0.028 0.029
Air - Fe kg 0.004 0.001 4.40x104 0.006
Air - PM total kg 0.368 0.123 1.57 2.06
Water - Phosphates kg 0.018 0.002 0.077 0.097
Water - Nitrates kg 0.022 0.002 0.033 0.057
Water - Dioxin kg 6.53x1071° 7.81x10°7 2.03x107"® 9.34x10-6
Water — Heavy Metals kg 0.006 0.001 0171 0.178
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6. LCA: Interpretation

The interpretation included the use of evaluation and sensitivity checks to steer the iterative process during the
assessment, and a final evaluation including completeness, sensitivity, and consistency checks, at the end of the study.

The contributions to total indicator impacts for the Vitro Flat Glass products are dominated by the product manufacture
phase. Within the manufacture phase, the natural gas and ancillary materials account for the majority of the impacts.

100%
90%
80%
70%
60%
50%
40%
30%
20%
10%

0%

100%

90%

80%

70%

60%

50%

40%

30%

20%

10%

0

xX

HAl

HA2

mA3
GWP ODP AP EP GWP ODP AP EP SFP MRD

POCP  ADPF
100 CML TRACI

Figure 3. Cradle-to-Gate contribution analysis for the Vitro flat glass products.
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Figure 4. Manufacturing phase contribution analysis for the Vitro flat glass products.
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7. Additional Environmental Information
7.1 Environment and Health during Manufacture

No environmental or health impacts are expected during the manufacture of the product.

7.2 Environment and Health during Installation

No environmental or health impacts are expected due to normal use of the products.

7.3 Extraordinary Effects

No environmental or health impacts are expected due to extraordinary effects including fire and/or water damage and
unforeseeable mechanical destruction.

7.4 Environmental Activities and Certifications

In 2008, Vitro was the first U.S. glass manufacturer to have its products recognized by the Cradle to Cradle™ Certified
Products Program and has maintained that certification ever since. To meet the Cradle to Cradle™ Certified Product
Standard, Vitro has undergone a thorough audit of the materials used in the formulation and production of its glass
products, the processes used to manufacture them and the company's commitment to a Global Code of Ethics. The
certification was awarded based on the following five criteria: Material Health, Material Reutilization, Renewable Energy &
Carbon Management, Water Stewardship, and Social Fairness. Vitro's Cradle to Cradle certificate can be found on the Vitro
website: https://www.vitroglazings.com/design-resources/sustainability/sustainability-documentation/

Vitro equips its glass-making plants with extensive systems to recover and store discarded (or scrap) glass known as cullet,
a valuable feedstock that reduces procurement of virgin materials and the amount of energy consumed during the glass-
melting process. Greater than 99 percent of the unused glass Vitro manufactures is reutilized in production.

Vitro products offer multiple options for reuse and repurposing after deconstruction, including use as an aggregate in
concrete and asphalt applications. When finely ground, recycled flat glass also can be used as a partial replacement for
cement in concrete.

Broken glass (cullet) also is a valuable feedstock in the production of glass, as it greatly reduces the demand for virgin
materials. The use of cullet also reduces the melting temperature for batch materials, which further diminishes energy
consumption.

7.5 Further Information

Further information on the product can be found on the manufacturers’ website at https:.//www.vitroglazings.com/.
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CRADLE TO CRADLE

PRODUCTS

INNOVATION
I NS TI1TUTE

GOLD

Architectural Glasses (uncoated and coated)

ISSUED TO Vitro Architectural Glass
STANDARD 3.1 EXPIRES 23 April 2024

LEAD ASSESSMENT BODY
MBDC

PHASES AND PROCESSES CONSIDERED IN THE CHEMICAL TOXICITY ASSESSMENT
Manufacturing; Final manufacturing; Use; Intended end of use: recycling; Unintended end of use: landfilling,
incineration, uncontrolled burning, release to the environment

PRODUCTS COVERED

Product Specification Sheet (available on the Product Registry listing at http://c2ccertified.org/products/registry) for all variations approved for use.

PRODUCT OPTIMIZATION SUMMARY
Cradle to Cradle Certified® Banned List compliant

Material Health optimization strategy not required

No exposure from carcinogens, mutagens, or reproductive toxicants

VOC emissions testing not required for this product type

Product is fully optimized - does not contain any GREY or x-assessed chemicals

Process chemicals have been identified and none are GREY or x-assessed

PERCENTAGE OF ASSESSMENT RATINGS PRODUCT
HOMOGENEOQOUS BY WEIGHT OPTIMIZATION
MATERIALS ASSESSED BY 31

100% | wen cm

Inventory threshold for chemicals in
each material = 100 ppm

AorB c X GREY
X: 0% GREY: 0%
% HOMOGENEOUS MATERIALS 31 HOMOGENEOUS MATERIALS




Material Health Certificate Guide

The Material Health Certificate is awarded to products assessed against the requirements in the Material Health category of the Cradle
to Cradle Certified® Product Standard. The Material Health achievement level (Basic, Bronze, Silver, Gold, or Platinum) is shown in the
certificate’s upper right corner. A Material Health Certificate does not indicate that a product is Cradle to Cradle Certified®, which
requires assessment against all five Standard categories.

The Cradle to Cradle Certified® Material Health Assessment Methodology is a contextual assessment based on chemical hazard
identification and qualitative exposure considerations during a product’s final manufacture, use, and end-of-use. The exposure
assessment is highly simplified and more conservative compared to a conventional, quantitative risk assessment.

Definitions of Administrative Fields

N

Issued To Company that sells the assessed product(s).

Assessed By Assessment Body responsible for conducting the product assessment.

Expires Date the certificate expires. Certificate renewal is required biennially.

Standard Version of the Standard (Material Health subsection only) the product was assessed against.
Phases and Manufactuing, use, and end-of-use phases and processes that the assessor considered in the

Processes Assessed exposure portion of the Material Health assessment. Assessment results are only valid for those listed.

Products Covered Products included in the scope of the certificate. Certificates may cover multiple product variations.

Definitions of Product Optimization Summary Fields

Cradle to Cradle Certified® Banned List compliant

The product’s materials are not known to contain chemicals on the Banned Lists of Chemicals above permitted thresholds.
Material Health optimization strategy developed

Plan developed to phase out x assessed chemicals and assess GREY content.

No exposure from carcinogens, mutagens, or reproductive toxicants

Assessed materials do not contain carcinogens, mutagens, or reproductive toxicants with plausible exposure routes.
Meets VOC emissions testing requirements

The product meets the volatile organic compound (VOC) emissions testing requirements described in the Standard.

Does not contain any GREY or x-assessed chemicals; product is fully optimized

The product’s materials contain chemicals with only a, b, or c risk ratings (no GREY or x). (Note: In the Cradle to Cradle Certified®
Material Health Assessment Methodology, chemicals in each material are assigned a, b, c, x, or GREY risk ratings. Each material is then
assigned an A, B, C, X, or GREY final assessment rating based on the risk ratings of its constituent chemicals. The following table
explains the rating system.)

aorb (AorB) Optimal

c(C) Moderately problematic, but acceptable for use

Highly problematic; targeted for phase out

GREY Considered unassessed due to unknown identity or lack of toxicity information

Process chemicals have been identified and none are GREY or x-assessed
All process chemicals have been assessed and received an a, b, or c risk rating (no x-assessed or GREY).

Percentage Assessed by Weight

For single-material products, the cumulative percentage of assessed chemicals (a, b, ¢, and x). For other products, the cumulative
percentage of assessed materials (A, B, C, and X). When a certificate represents a group of products, a percent range is shown.

Assessment Ratings by Weight

For single-material products, the percentage of a or b (shown in green), ¢ (shown in yellow), and x (shown in red) assessed chemicals.
For other products, the percentage of A or B (shown in green), C (shown in yellow), and X (shown in red) assessed materials. When a
certificate represents a group of products, percent ranges are shown.

Product Optimization

Number of materials (or chemical substances for single-material products and multi-material product groups with uncountable color
variations) assigned each assessment rating.

Cradle to Cradle Certified® is a trademark of the Cradle to Cradle Products Innovation Institute

All other marks are the property of their respective owner.



SAFETY DATA SHEET

Date of issue/Date of revision 21 September 2017 / 09 October 2018
Version 6

Section 1. Identification

Product name : Non-Coated Float Glass

Product code : 01048

Other means of : This SDS covers all Vitro uncoated glass products including, but not limited to:
identification Glass (Soda-Lime), Clear, Acuity™, Starphire®, Solarphire™, Solarphire™ PV,

Solarbronze®, Solargray®, Atlantica™ (Solargreen®), Solexia™ (Solex®),
Graylite®, Optigray®, Optiblue™ Optibronze™, Azuria™ (Azurlite®), Caribia™,
GL-20™ GL-35™, Solextra®, Solextra® Privacy, Vistagray™, Herculite®,
Airphire™ and Pavia™.

Product type : Article

Relevant identified uses of the substance or mixture and uses advised against

Product use : Glass.

Use of the substance/ : Construction of residential and non-residential buildings
mixture

Uses advised against : None identified.

Manufacturer : Witro Flat Glass LLC (Vitro)

400 Guys Run Road
Cheswick, PA 15024

Emergency telephone : #7866-290-7653
number
Technical Phone Number : 2855-887-6457 (9:00 AM through 4:00 PM EST)

Section 2. Hazards identification

OSHA/HCS status : This product is considered an article. The end use is dependent upon the manufactured
shape and design, and this article will not pose an exposure hazard under normal
conditions.

Sanding and grinding this article can generate nuisance dust particles.
Sanding and grinding dusts May be irritating to eyes and respiratory system.

Classification of the : Not classified.
substance or mixture

GHS label elements

Signal word : No signal word.
Hazard statements : No known significant effects or critical hazards.
Precautionary statements

Prevention : Not applicable.

Response : Not applicable.
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Product code (01048 Date of issue 21 September 2017 Version 5
Product name Non-Coated Float Glass

Section 2. Hazards identification

Storage : Not applicable.
Disposal : Not applicable.
Supplemental label : None known.
elements
Hazards not otherwise : None known.
classified
Section 3. Composition/information on ingredients
Substance/mixture : Article
Product name : Non-Coated Float Glass
Other means of : This SDS covers all Vitro uncoated glass products including, but not limited to: Glass
identification (Soda-Lime), Clear, Starphire®, Solarphire™, Solarphire™ PV, Solarbronze®,

Solargray®, , Atlantica™ (Solargreen®), Solexia™ (Solex®), Graylite®, Optigray®,
Optiblue™ Optibronze™, Azuria™ (Azurlite®), Caribia™, GL-20™, GL-35™, Solextra®,
Solextra® Privacy, Vistagray™, Herculite®, Airphire™ and Pavia™.

Ingredient name % CAS number

glass, oxide, chemicals 60 - 100 65997-17-3

Composition consisting primarily of oxides of silicon with lesser quantities of other selected oxides common to soda-lime
glasses, fused into an amorphous vitreous state.

Note: Glass sheets are typically stacked for shipment and may be separated with less than 1 weight percent of powdered
interleaving material consisting of organic acid coated polymeric beads. Exposure to these polymeric beads is not
expected to be a concern. Glass surface may also be coated with a solution of a mild organic acid. The dried residue on
the glass is less than 1% by weight. In handling the glass, exposure to the mild organic acid is not expected to be a
concern. The only potential impact may be on the pH of the waste water effluent after glass washing to remove the residue
and interleaving.

SUB codes represent substances without registered CAS Numbers.

Any concentration shown as a range is to protect confidentiality or is due to batch variation.

There are no additional ingredients present which, within the current knowledge of the supplier and in the
concentrations applicable, are classified as hazardous to health or the environment and hence require reporting
in this section.

Occupational exposure limits, if available, are listed in Section 8.

Section 4. First aid measures

If ingestion, irritation, any type of overexposure or symptoms of overexposure occur during or persists after use of
this product, contact a POISON CONTROL CENTER, EMERGENCY ROOM OR PHYSICIAN immediately; have
Safety Data Sheet information available. Never give anything by mouth to an unconscious or convulsing person.

Description of necessary first aid measures

Eye contact : (Sanding and grinding dusts) In case of contact with eyes, rinse immediately with plenty
of water and seek medical advice. Check for and remove any contact lenses.

Inhalation : None known.

Skin contact : None known.

Ingestion : Not a likely route of exposure.
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Product code (01048 Date of issue 21 September 2017 Version 5
Product name Non-Coated Float Glass

Section 4. First aid measures

Most important symptoms/effects, acute and delayed
Potential acute health effects

Eye contact ! (Sanding and grinding dusts) No significant irritation expected other than possible
mechanical irritation.

Inhalation : (Sanding and grinding dusts) May cause slight transient irritation.

Skin contact ! (Sanding and grinding dusts) No significant irritation expected other than possible
mechanical irritation.

Ingestion > Not a likely route of exposure.

Over-exposure signs/symptoms

Eye contact : No specific data.

Inhalation . No specific data.

Skin contact : No specific data.

Ingestion : No specific data.

Indication of immediate medical attention and special treatment needed, if necessary

Notes to physician : Treat symptomatically.
Specific treatments : No specific treatment.
Protection of first-aiders : No action shall be taken involving any personal risk or without suitable training.

See toxicological information (Section 11)

Section 5. Fire-fighting measures

Extinguishing media

Suitable extinguishing : Use an extinguishing agent suitable for the surrounding fire.
media
Unsuitable extinguishing : None known.
media
Specific hazards arising  No specific fire or explosion hazard.

from the chemical

Hazardous thermal  No specific data.
decomposition products

Special protective actions  : Promptly isolate the scene by removing all persons from the vicinity of the incident if

for fire-fighters there is a fire. No action shall be taken involving any personal risk or without suitable
training.

Special protective : No special protection is required.

equipment for fire-fighters
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Product code (01048

Date of issue 21 September 2017 Version 5

Product name Non-Coated Float Glass

Section 6. Accidental release measures

Personal precautions. protective equipment and emergency procedures

For non-emergency
personnel

For emergency responders

Environmental precautions

: No special protection is required.

. No special protection is required.

: No specific hazard.

Methods and materials for containment and cleaning up

Small spill
Large spill

Reference to other sections

: Vacuum or sweep up material and place in a designated, labeled waste container.
: Vacuum or sweep up material and place in a designated, labeled waste container.

: See Section 1 for emergency contact information.

See Section 8 for information on appropriate personal protective equipment.
See Section 13 for additional waste treatment information.

Section 7. Handling and storage

Precautions for safe handling
Protective measures

Advice on general
occupational hygiene

Conditions for safe storage,
including any
incompatibilities

: Put on appropriate personal protective equipment (see Section 8). Take care with items

that are sharp or heavy. Any glass can have sharp edges, particularly at a cut or
fractured edge. Normal strength glass, also known as annealed or float glass, is known
to fracture into large sections with sharp edges. Chemically strengthened or chemically
tempered glass and thermally heat-strengthened glass will tend to fracture much the
same as normal strength annealed glass, and are not considered safety glazing
products. Thermally tempered glass (commonly known as fully tempered glass or
safety glazing) will fracture into many smaller pieces still capable of cutting skin, but
typically not as severely as would larger fragments from normal strength annealed glass.
These safety concerns should be addressed with proper personal protective equipment
to protect oneself against any sharp edges, including those formed by accidental glass
fracture during handling. Sanding (a.k.a. seaming or edging) any sharp glass edges to
produce rounded edges also reduces the hazards with being cut by sharp edges.

: Workers should wash hands and face before eating, drinking and smoking. Remove

contaminated clothing and protective equipment before entering eating areas. See also
Section 8 for additional information on hygiene measures.

: Store in a dry place away from excessive moisture and exhaust fumes from fork trucks

or other such equipment. Support glass in cases on both sides when stored vertically.
Glass packs and open cases should be stored at a 5° lean angle to prevent glass from
falling forward.
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Product code (01048

Date of issue 21 September 2017 Version 5

Product name Non-Coated Float Glass

Section 8. Exposure controls/personal protection

Control parameters
Occupational exposure limits

Ingredient name

Exposure limits

Sanding and grinding dusts

OSHA PEL (United States).
TWA: 15 mg/m?

TWA: 5 mg/m?® Form: Respirable
TWA: 15 mg/m?® Form: Total dust
ACGIH TLV (United States).
TWA: 5 mg/m?® Form: Inhalable
TWA: 3 mg/m® Form: Respirable
TWA: 10 mg/m? Form: Total dust

Key to abbreviations

A = Acceptable Maximum Peak S = Potential skin absorption
ACGIH = American Conference of Governmental Industrial Hygienists. SR = Respiratory sensitization

C = Ceiling Limit SS = Skin sensitization

F = Fume STEL = Short term Exposure limit values

IPEL = Internal Permissible Exposure Limit TD = Total dust

OSHA = Occupational Safety and Health Administration. TLV = Threshold Limit Value

R = Respirable TWA = Time Weighted Average

z = OSHA 29 CFR 1910.1200 Subpart Z - Toxic and Hazardous Substances

Consult local authorities for acceptable exposure limits.

Recommended monitoring
procedures

Appropriate engineering
controls

Environmental exposure
controls

Individual protection measures
Hygiene measures

Eye/face protection
Skin protection
Hand protection

Body protection

Other skin protection

Respiratory protection

: Not applicable.

: Good general ventilation should be sufficient to control worker exposure to airborne

contaminants. If user operations generate dust, fumes, gas, vapor or mist, use process
enclosures, local exhaust ventilation or other engineering controls to keep worker
exposure to airborne contaminants below any recommended or statutory limits.

: Not applicable

1 Wash contaminated clothing before reusing. Ensure that eyewash stations and safety

showers are close to the workstation location.

1 Safety glasses with side shields.
! Rubber dipped anti-lacerative gloves are recommended.

: Personal protective equipment for the body should be selected based on the task being

performed and the risks involved and should be approved by a specialist before
handling this product.

: Appropriate footwear and any additional skin protection measures should be selected

based on the task being performed and the risks involved and should be approved by a
specialist before handling this product.

: (Sanding and grinding dusts) If workers are exposed to concentrations above the

exposure limit, they must use appropriate, certified respirators. Respirator selection
must be based on known or anticipated exposure levels, the hazards of the product and
the safe working limits of the selected respirator.
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Product code (01048

Date of issue 21 September 2017 Version 5

Product name Non-Coated Float Glass

Section 9. Physical and chemical properties

Appearance
Physical state
Color
Odor
Odor threshold
pH
Melting point
Boiling point
Flash point
Auto-ignition temperature
Decomposition temperature
Flammability (solid, gas)

Lower and upper explosive
(flammable) limits

Evaporation rate
Vapor pressure
Vapor density
Relative density
Density ( Ibs / gal)
Solubility

Partition coefficient: n-
octanol/water

Viscosity
Volatility
% Solid. (w/w)

: Solid.

: Clear. to tinted

: Odorless.

: Not applicable.

: Not applicable.

: 685 to 740°C (1265 to 1364°F) (softening point)
: Not applicable.

: Closed cup: Not applicable. [Product does not sustain combustion.]
: Not applicable

. Not applicable.

: Not applicable.

: Not applicable.

: Not applicable.

: Not applicable.

. Not applicable.

1 245

: 2045

: Insoluble in the following materials: cold water.
: Not applicable.

. Not Applicable
1 0% (viv), 0% (w/w)
: 100

Section 10. Stablllty and reactivity

Reactivity

Chemical stability

Possibility of hazardous
reactions

Conditions to avoid

Incompatible materials

Hazardous decomposition
products

1 No specific test data related to reactivity available for this product or its ingredients.

! The product is stable.

: Not applicable.

: No specific data.

Refer to protective measures listed in sections 7 and 8.

: No specific data.

: Under normal conditions of storage and use, hazardous decomposition products should

not be produced.
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Product code (01048

Date of issue 21 September 2017 Version 5

Product name Non-Coated Float Glass

Section 11. Toxicological information

Information on toxicological effects

Acute toxicity
Conclusion/Summary

Irritation/Corrosion

Conclusion/Summary
Skin
Eyes
Respiratory

Conclusion/Summary
Skin
Respiratory
Mutagenicity
Conclusion/Summary

Carcinogenicity
Conclusion/Summary

Reproductive toxicity
Conclusion/Summary

Teratogenicity
Conclusion/Summary

Specific target organ toxicit

Not available.

Specific target organ toxicit

Not available.

Target organs

Aspiration hazard
Not available.

: No known significant effects or critical hazards.

: No known significant effects or critical hazards.
: No known significant effects or critical hazards.
: No known significant effects or critical hazards.

: No known significant effects or critical hazards.
: No known significant effects or critical hazards.

: No known significant effects or critical hazards.
: No known significant effects or critical hazards.
: No known significant effects or critical hazards.

: No known significant effects or critical hazards.
single exposure

repeated exposure

Information on the likely routes of exposure

Potential acute health effects
: (Sanding and grinding dusts) No significant irritation expected other than possible

Eye contact

Inhalation
Skin contact

Ingestion

mechanical irritation.

mechanical irritation.

: Not a likely route of exposure.

Over-exposure signs/symptoms

Eye contact
Inhalation
Skin contact
Ingestion

: No specific data.
: No specific data.

No specific data.
No specific data.

: (Sanding and grinding dusts) May cause slight transient irritation.
: (Sanding and grinding dusts) No significant irritation expected other than possible

: Contains material which may cause damage to the following organs: upper respiratory
tract, skin, eyes. (Sanding and grinding dusts)

United States
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Product code (01048 Date of issue 21 September 2017 Version 5
Product name Non-Coated Float Glass

Section 11. Toxicological information

Delayed and immediate effects and also chronic effects from short and long term exposure

Conclusion/Summary : Not applicable.
Short term exposure
Potential immediate : No known significant effects or critical hazards.
effects
Potential delayed effects : No known significant effects or critical hazards.
Long term exposure
Potential immediate : No known significant effects or critical hazards.
effects
Potential delayed effects : No known significant effects or critical hazards.
Potential chronic health effects
General : No known significant effects or critical hazards.
Carcinogenicity : No known significant effects or critical hazards.
Mutagenicity : No known significant effects or critical hazards.
Teratogenicity : No known significant effects or critical hazards.
Developmental effects : No known significant effects or critical hazards.
Fertility effects : No known significant effects or critical hazards.

Section 12. Ecological information

Toxicity
Not available.

Persistence and degradability
Not available.

Bioaccumulative potential
Not available.

Mobility in soil
Soil/water partition : Not available.
coefficient (Koc)

Section 13. Disposal considerations

Disposal methods : The generation of waste should be avoided or minimized wherever possible. Disposal
of this product, solutions and any by-products should at all times comply with the
requirements of environmental protection and waste disposal legislation and any
regional local authority requirements.

Disposal should be in accordance with applicable regional, national and local laws and regulations.

Refer to Section 7: HANDLING AND STORAGE and Section 8: EXPOSURE CONTROLS/PERSONAL PROTECTION
for additional handling information and protection of employees. Section 6. Accidental release measures
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Product code (01048 Date of issue 21 September 2017 Version 5
Product name Non-Coated Float Glass

14. Transport information

DOT IMDG IATA

UN number Not regulated. Not regulated. Not regulated.

UN proper shipping - - -
name

Transport hazard class [None. - -
(es)

Packing group - - -

Environmental hazards |No. No. No.

Marine pollutant Not applicable. Not applicable. Not applicable.
substances

Additional information

DOT : None identified.
IMDG : None identified.
IATA : None identified.

Special precautions for user : -

Section 15. Regulatory information

United States
United States inventory (TSCA 8b) : All components are listed or exempted.

U.S. Federal regulations
SARA 302/304

SARA 304 RQ : Not applicable.
Composition/information on ingredients
No products were found.

SARA 311/312
Classification : Not applicable.

Composition/information on ingredients
No products were found.

Section 16. Other information

Hazardous Material Information System (U.S.A.)
Health : O Flammability : 0 Physicalhazards : 0

(*) - Chronic effects

Caution: HMIS® ratings are based on a 0-4 rating scale, with 0 representing minimal hazards or risks, and 4 representing significant hazards or
risks. Although HMIS® ratings and the associated label are not required on MSDSs or products leaving a facility under 29 CFR 1910.1200, the
preparer may choose to provide them. HMIS® ratings are to be used with a fully implemented HMIS® program. HMIS® is a registered trademark
and service mark of the American Coatings Association, Inc.
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Product code (01048 Date of issue 21 September 2017 Version 5
Product name Non-Coated Float Glass

Section 16. Other information

The customer is responsible for determining the PPE code for this material. For more information on HMIS®
Personal Protective Equipment (PPE) codes, consult the HMIS® Implementation Manual.

National Fire Protection Association (U.S.A.)

Health : O Flammability : O Instability : O

Other information : e Vitro logo is a registered trademark of Vitro, SAB de CV. :
Date of previous issue 11/23/2016

Organization that prepared : EHS

the MSDS

Key to abbreviations : ATE = Acute Toxicity Estimate

BCF = Bioconcentration Factor

GHS = Globally Harmonized System of Classification and Labelling of Chemicals
IATA = International Air Transport Association

IBC = Intermediate Bulk Container

IMDG = International Maritime Dangerous Goods

LogPow = logarithm of the octanol/water partition coefficient

MARPOL = International Convention for the Prevention of Pollution From Ships, 1973
as modified by the Protocol of 1978. ("Marpol" = marine pollution)

UN = United Nations

¥ Indicates information that has changed from previously issued version.
Disclaimer

The information contained in this data sheet is based on present scientific and technical knowledge. The purpose of this
information is to draw attention to the health and safety aspects concerning the products supplied by Vitro, and to
recommend precautionary measures for the storage and handling of the products. No warranty or guarantee is given in
respect of the properties of the products. No liability can be accepted for any failure to observe the precautionary
measures described in this data sheet or for any misuse of the products.
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